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Room Criteria:
Flooring: Static Dissipative
Minimum Ceiling Height: 8'-11"
Lighting: DC
Provide access for Cryogen Dewars to refill MRI,
and oxygen monitoring system with visual/audible alarms
No smoke detectors allowed.
No halon allowed.

Environmental Criteria:
Noise Level - <77.9 dB
Temperature: 70degF +/- 5degF
Relative Humidity: 40% - 60%, 24/7
Minimum Fresh Air Exchange Rate: 6 ACH
Exhaust Air directly to outside at >6'-6" AFF

Power Requirements:
Voltage Range: 480 VAC +/- 10% for all line and load
conditions
Voltage Balance: 2% maximum difference between phases
Frequency: 60 Hz +/- 1.0 Hz
Line Impedence: 0.20 Ohms
Stand by Power: 13 kVa
Highest Average Power: 54 kVa
Connection Value (<5minutes): 110 KVA
Momentary Power: 140 KVA
Recommended Transformer: 150 KVA
Recommended UPS: 160 KVA
MR System Overcurrent Protection: 175 A
UPS System Overcurrent Protection: 200 A
Maximum Allowable Voltage Drop at maximum power: 6.0%

Room Criteria:
Flooring: Static Dissipative
Minimum Ceiling Height: 7'-3"
Lighting: DC

Environmental Criteria:
Noise Level - <65 dB
Temperature: 70degF +/- 5degF
Relative Humidity: 40% - 80%, 24/7
Exhaust Air directly to outside

Room Criteria:
Flooring: Static
Dissipative
Minimum Ceiling Height:
7'-3"
Lighting: DC

Environmental Criteria:
Noise Level - <55 dB
Temperature: 70degF +/-
5degF
Relative Humidity: 40% -
80%, 24/7
Exhaust Air directly to
outside
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